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PARETE 
WALL 

Eleganza e stile per un’illuminazione 
diretta o diretta-indiretta con un’ottima 
resa luminosa.
Dimmerabile e con CCT settabile la 
rendono una soluzione ottimale per ogni 
richiesta.

Elegance and style for direct or direct-
indirect lighting with excellent light 
output.
Dimmable and with settable CCT make it 
an optimal solution for any requirement.
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BETTY

Luce e stile. 
Light and style.
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MONOEMISSIONE   DIRECT LIGHT

BIEMISSIONE   DIRECT-INDIRECT LIGHT

Ne
wLampada a parete a LED con CCT settabile 

(2700K-3000K-4000K), monoemissione 
e biemissione. Struttura in alluminio e 
diffusore opale in policarbonato per una 
luce diffusa, ideale per illuminare spazi di 
medio-grandi dimensioni. Disponibile in 
due finiture (bianco e nero).

LED wall lamp (200K-3000K-4000K) with 
settable CCT, direct or direct/indirect 
light emission Aluminum structure and 
opal polycarbonate diffuser for a diffused 
light, ideal for illuminating medium-large 
spaces. Available in two finishes (black 
and white).

  LED CRI≥90   IP20 Phase-cut   
Codice CCT Flusso lm Potenza Dimensioni mm
Code Flux lm Wattage Dimensions mm
BTT001XX 2700-3000-4000K 2800 25W 285 x 100 x 30

LED CRI≥90   IP20 Phase-cut

Codice CCT Flusso lm Potenza Dimensioni mm
Code Flux lm Wattage Dimensions mm
BTT002XX 2700-3000-4000K 4000 36,5W 285 x 100 x 30

Finiture Finishes
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